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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

Applicants:

Serial No.:

Filed:

For:

Art Unit:

Examiner:

W. GEBHARDT et al.

(Not Yet Assigned)

(On Even Date Herewith)

DEVICE FOR COUPLING ULTRASONIC WAVES INTO A
MEDIUM

(Not Yet Assigned)

(Not Yet Assigned)

PRELIMINARY AMENDMENT

Assistant Commissioner for Patents

Washington, D.C. 20231

Sir:

May 25, 2001

Prior to calculation of the filing fee, please amend the above-identified

application as follows.

IN THE CLAIMS

Please amend claims 3, 4, 5, 7, 9, 10, 11, 12 and 13 as follows:

3. The device according to claim 1 , wherein said flow of gas being air,

preferably compressed air.

4. The device according to claim 1 , wherein a compressed-air line being

connected to said first opening.



5. The device according to claim 2, wherein said housing having a

surface, which is provided with at least said second opening, facing said boundary

surface.

7. The device according to claim 1 , wherein sound-conducting means for

deflecting and/or concentrating ultrasonic waves being provided inside said closed

volume.

9. The device according to claim 7, wherein a funnel-shaped

sound-conducting means being provided which leads said ultrasonic waves from

said ultrasonic transducer to an opening in such a manner that said ultrasonic waves

pass through said opening as unimpeded as possible by the gas flow.

10. The device according to claim 5, wherein said flow of gas passing

through said opening facing said boundary surface flowing between the upper side

of said housing facing said boundary surface and said boundary surface flowing

radially in relation to said opening to the outside, with a vacuum developing which

draws said housing toward said boundary surface to such a degree until a kind of

gas cushion is created having a thickness at which the forces of attraction being

created by said vacuum and the immanent forces of repulsion present due to the

mass impulse of the flow of gas between said housing and said boundary surface

are in equilibrium.



1 1 . The device according to claim 1 , wherein two ultrasonic transducers,

preferably a transmitter transducer and a receiver transducer, being provided.

12. The device according to claim 1, wherein said medium into which the

ultrasonic waves couple in being a solid body.

13. The device according to claim 1, wherein said medium into which the

ultrasonic waves couple in being biological tissue.

The claims have been amended to remove multiple dependent claims prior to

calculation of the filing fee.

Please charge any shortage in fees due in connection with the filing of this

paper, or credit any overpayment of fees, to the deposit account of Antonelli, Terry,

Stout & Kraus, LLP, Deposit Account No. 01-2135 (785.39987X00).

REMARKS

Respectfully submitted

ANTONELmTERRY, STOUT & KRAUS, LLP

Donald E. Stout

Registration No. 26,422

DES:pc
(703)312-6600

Attachment



MARKED-UP ORIGINAL CLAIMS

3. The device according to claim 1 or^, wherein said flow of gas being

air, preferably compressed air.

4. The device according to one of the c laims 1 to 3, claim 1, wherein a

compressed-air line being connected to said first opening.

5. The device according to one of the c laims 2 to 4, claim 2. wherein said

housing having a surface, which is provided with at least said second opening,

facing said boundary surface.

7. The device according to one of the claims 1 to G
,
claim 1. wherein

sound-conducting means for deflecting and/or concentrating ultrasonic waves being

provided inside said closed volume.

9. The device according to claim 7 or 0, claim 7. wherein a funnel-shaped

sound-conducting means being provided which leads said ultrasonic waves from

said ultrasonic transducer to an opening in such a manner that said ultrasonic waves

pass through said opening as unimpeded as possible by the gas flow.

1 0. The device according to one of the claims 5 to 9
, claim 5. wherein said

flow of gas passing through said opening facing said boundary surface flowing

between the upper side of said housing facing said boundary surface and said



boundary surface flowing radially in relation to said opening to the outside, with an a

vacuum developing which draws said housing toward said boundary surface to such

a degree until a kind of gas cushion is created having a thickness at which the

forces of attraction being created by said vacuum and the immanent forces of

repulsion present due to the mass impulse of the flow of gas between said housing

and said boundary surface are in equilibrium.

1 1 . The device according to one of the claims 1 to 10, claim 1, wherein two

ultrasonic transducers, preferably a transmitter transducer and a receiver

transducer, being provided.

12. The device according to one of the claims 1 to 1 1

,

claim 1

,

wherein

said medium into which the ultrasonic waves couple in being a solid body.

1 3. The device according to one of the c laims 1 to 12, claim 1, wherein

said medium into which the ultrasonic waves couple in being biological tissue.
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Device for Coupling Ultrasonic Waves into a Medium

Technical Field

The present invention relates to a device for coupling ultrasonic waves into a medium

via a boundary surface, having at least one ultrasonic transducer unit, which couples

the ultrasonic waves into the medium via a coupling medium provided between the

ultrasonic-wave-generating unit and the boundary surface.

State of the Art

Devices of the aforementioned type are employed for non-destructive examination of

materials and, moreover, find widespread use in medicine for diagnosing inside the

human body, for example physical examinations during pregnancy.

The interaction of ultrasound and preferably solid bodies is based, similar to light in

glass, on absorption (weakening), reflection and refraction. Reflection and refraction

occur at the boundary surface between two substances of different physical

properties, e.g. at a boundary surface of a body. As these differences are often small,

in particular in the case of composite materials, high sensitivity of the receiver device

is a prerequisite by means of which the backreflected ultrasonic waves can be

detected. Frequently ultrasound emitters and ultrasound receivers are integrated in

one unit and are known as ultrasonic transducer systems. In order to be able to use

an ultrasonic transducer both as an emitter and as a receiver, ultrasonic waves are

emitted in short intervals and the reflected ultrasound is received in the pauses.

Description of the Invention

The object of the present invention is to improve a device for coupling ultrasonic

waves into a medium via a boundary surface, having at least one ultrasonic

transducer unit which couples ultrasonic waves into the medium via a coupling
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medium provided between the ultrasonic-wave- generating unit and the boundary

surface in such a manner that the degree of coupling-in, that is the degree with which

the ultrasound is coupled into the medium, is distinctly raised. Moreover, the object is

also to achieve close coupling between the ultrasonic waves generating unit and the-

to-be-examined medium for better detection of the ultrasonic waves reflected at the

medium.

The solution to the object forming the basis of the present invention is set forth in

claim 1. Advantageous further improvements are described in the subject matter of

the subclaims as well as in the specification and in the preferred embodiments.

In air-coupled excitation of the ultrasonic waves, in which the air is utilized as the

coupling medium, according to the present invention, a so-called compressed-air

sliding shoe, a device which will be described in the following, is employed to

decisively improve energy balance.

Air-coupled excitation of ultrasonic waves refers to the ultrasonic transducer unit

generating ultrasonic waves in the air, with these ultrasonic waves hitting the

boundary surface respectively a solid body surface at a suited angle after passing a

more or less long path and excite indirect waves so-called density waves or shear

waves or surface waves running along the surface of the solid body, so-called

Rayleigh waves or creeping waves, in the medium respectively in a solid body. In this

way, various plate-wave modes can be excited even at plate-shaped materials.

The Invented device according to the generic part of claim 1, is distinguished by the

fact that the ultrasonic waves generated by the ultrasonic transducer unit are directed

into a closed volume provided with at least a first opening and a second opening, that

a flow of gas, which ensures that there is an overpressure inside the closed volume

and simultaneously represents the coupling medium, is directed into the interior of

the volume through the first opening, and that the second opening, through which the

flow of gas coming from the volume exits, faces the boundary surface directly.



Preferably compressed air is introduced as the coupling medium into the interior of

the closed volume, which is enclosed in a housing. The compressed air flows out

through at least one opening on the side of the housing facing the boundary surface.

Due to the selective outflow of the compressed air at the underside of the housing of

the so-called compressed-air sliding shoe, the sliding shoe is actually sucked to the

boundary surface due to the so-called compressed hydrodynamic paradox, thereby

yielding very close coupling between the housing and the boundary surface. This

again results in a, for the most part, constant distance between the device and the

boundary surface thereby improving measuring conditions considerably.

As an alternative to the hydrodynamic paradox effect, the intensity of the gas flow

can be raised further in such a manner that a kind of air cushion is formed between

the device and the boundary surface so that the entire device hovers over the

boundary surface like a kind of hovercraft.

The main advantage of the closed volume, to which compressed-air is applied, inside

the compressed-air sliding shoe is that due to the pressure-dependent higher air

density inside the housing, the ultrasonic waves can couple more effectively into the

medium, which is preferably a solid body, via the boundary surface. Usually the

pressure inside the compressed-air sliding shoe is approximately 10 times higher

than in the surroundings. Thus, the ultrasonic waves can be coupled into the medium

10 times better.

The purpose of the invented device is coupling in ultrasonic waves preferably at

those technical surfaces which, due to cleaning conditions or similar circumstances,

cannot be directly contacted with a probe. With the invented device, ultrasonic waves

can be coupled in highly effectively via the boundary surface without touching it and

without very complicated technology regarding sealing measures connected with

maintaining the air pressure inside the housing respectively inside the compressed-

air sliding shoe because the pressure conditions set in automatically as a result of the

so-called hydrodynamic paradox.
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For further details, reference is made to the following preferred ennbodiments.

Brief Description of the Invention

The present invention is made more apparent in the following using preferred

embodiments with reference to the accompanying drawings by way of example

without the intention of limiting the scope or spirit of the inventive idea. Depicted is in:

Fig, 1 a cross section of an advantageous embodiment

Fig. 2 a cross section of an advantageous alternative embodiment.

Ways of Carrying Out the Invention, Commercial Applicability

In the simplest form of a preferred embodiment (see figure 1), the compressed air

flows into the closed volume 1, which is enclosed by a housing 2. The housing 2 is

provided with two openings 3, 4. The compressed air flows into the interior of the

housing 2 through opening 3 through a compressed-air line 5 attached thereto. The

compressed-air escapes to the outside through the other opening 4. An ultrasonic

transducer unit 6, preferably placed on the side facing opening 4, is provided inside

the housing 2 in such a manner that the ultrasonic waves can be released directed at

the opening 4. In this case, opening 4 also acts as a sound-exit opening.

Preferably, delay-time-controlled stack transducers can be used as ultrasonic

transducer units. Conventional transducers can also be built into the compressed-air

sliding shoe. In particular for low frequency applications, the individual plates of the

stack can be excited in phase. Conventional single oscillator transducers can, of

course, also be built in.

The compressed-air flow 9 developing radially between the underside 7 of the

housing and the probe surface respectively boundary surfaces 8 generates a vacuum

between the two surfaces which draws the compressed-air sliding shoe to the probe
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surface 8. The diminishing distance between the underside of the sliding shoe and

the probe surface 8 raises flow velocity, which for its part leads to increased contact

force. Equilibrium sets in when the force of attraction generated by the radial flow

equals the force of repulsion (caused by the pressure building up inside the sliding

shoe). The width of the air gap between the underside of the sliding shoe and the

probe surface and the amount of pressure inside the sliding shoe depend on the

geometric design.

However, the described simplest version of the compressed sliding shoe has certain

drawbacks which are caused by gas-flow turbulences inside the housing 2: therefore,

in particular, causing the occurrence of disturbing fluctuations in the shape and the

amplitude of the ultrasonic pulses inside the housing 2. In order to reduce these

disturbances, suited sound-conducting means 10 are built into the interior of the

housing 2 in order to deflect the ultrasonic waves accordingly and/or to concentrate,

for example on the sound-exit opening 4. The purpose of the sound-conducting

means 10 is, in particular, to separate the spatial zone passed by the ultrasonic

waves and a spatial zone in which the gas flow introduced into the housing can

develop freely. In figure 2, a funnel insert, which concentrates the ultrasonic waves

coming from the ultrasonic transducer unit in the direction of the sound-exit opening

4, is provided as the sounding-conducting means 10.

The interaction volume between the turbulent compressed air and sound is therefore

very much limited which reduces turbulent effects accordingly. Fundamentally instead

of a funnel, all built-in elements such as baffle plates, hole filters etc. can be used

which contribute to a laminating or calming the air flow. Of course, any other gas

(e.g. CO2) can be employed instead of compressed air.

Moreover, the sound-exit opening and other compressed-air openings can be

disposed on the housing separated from each other.

Depending on the application, the ultrasonic transducer unit 6 can be built into the

housing perpendicular to the probe surface 8 or slanted to generate oblique

ultrasonic waves. If transmission and reception are realized with two ultrasonic



transducers, they can be built into separate sliding shoes or into a common sliding

shoe. In the latter case, the two transducers can have separate sound-exit openings

with separate baffles for suppressing turbulences or common sound-exit openings

with a common baffle for suppressing turbulences. The geometric arrangement

(slanted position, spacing) is adapted depending on the application (testing thick

components or thin components, exciting spatial waves, surface waves or plate

waves.
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List of Reference Numbers

1 closed volume

2 housing

3,4 openings

5 compressed-air line

6 ultrasonic transducer unit

7 underside

8 boundary surface, probe surface

9 compressed-air flow

10 sound-conducting means
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What Is Claimed Is:

1 . A device for coupling in ultrasonic waves into a medium via a boundary

surface, having at least one ultrasonic-wave transducer unit, which couples ultrasonic

waves into said medium via a coupling medium provided between the ultrasonic-

wave-generating unit and said boundary surface,

wherein the ultrasonic waves generated by said ultrasonic transducer unit being

directed into a closed volume, which is provided with at least a first opening and a

second opening,

a flow of gas, which ensures an overpressure inside said closed volume and

simultaneously represents said coupling medium, being directed into the interior of

said volume through said first opening, and

said second opening, through which a flow of gas coming from inside said volume

exits, directly facing said boundary surface.

2. The device according to claim 1

,

wherein said closed volume being bordered by a housing in which said ultrasonic

transducer is insertable or integrated in such a manner that the ultrasonic waves are

directed at said opening directly facing said boundary surface.

3. The device according to claim 1 or 2,

wherein said flow of gas being air, preferably compressed air.

4. The device according to one of the claims 1 to 3,

wherein a compressed-air line being connected to said first opening.

5. The device according to one of the claims 2 to 4,

wherein said housing having a surface, which is provided with at least said second

opening, facing said boundary surface.



6. The device according to claim 5,

wherein said housing in which said surface facing said boundary surface being

provided with a third opening at which the ultrasonic waves are directed by

corresponding alignnnent of said ultrasonic transducer unit.

7. The device according to one of the claims 1 to 6,

wherein sound-conducting means for deflecting and/or concentrating ultrasonic

waves being provided inside said closed volume.

8. The device according to claim 7,

wherein said sound-conducting means being plane elements, such as baffle plates,

which separate a first spatial zone inside said closed volume, in which ultrasonic

waves can propagate for the most part without the interference by gas flows, and a

second spatial zone in which said gas flow is directed,

9. The device according to claim 7 or 8,

wherein a funnel-shaped sound-conducting means being provided which leads said

ultrasonic waves from said ultrasonic transducer to an opening in such a manner that

said ultrasonic waves pass through said opening as unimpeded as possible by the

gas flow.

10. The device according to one of the claims 5 to 9,

wherein said flow of gas passing through said opening facing said boundary surface

flowing between the upper side of said housing facing said boundary surface and

said boundary surface flowing radially in relation to said opening to the outside, with

an vacuum developing which draws said housing toward said boundary surface to

such a degree until a kind of gas cushion is created having a thickness at which the

forces of attraction being created by said vacuum and the immanent forces of

repulsion present due to the mass impulse of the flow of gas between said housing

and said boundary surface are in equilibrium.
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1 1 . The device according to one of the claims 1 to 1 0,

wherein two ultrasonic transducers, preferably a transmitter transducer and a

receiver transducer, being provided.

12. The device according to one of the claims 1 to 1 1

,

wherein said medium into which the ultrasonic waves couple in being a solid body.

13. The device according to one of the claims 1 to 12,

wherein said medium into which the ultrasonic waves couple in being biological

tissue.



11

Abstract

Disclosed is a device for coupling in ultrasonic waves into a medium via a boundary

surface, having at least one ultrasonic-wave transducer unit, which couples ultrasonic

waves into the medium via a coupling medium provided between the ultrasonic-

wave-generating unit and the boundary surface.

The invention Is distinguished by the ultrasonic waves generated by the ultrasonic

transducer unit being directed into a closed volume, which is provided with at least a

first opening and a second opening, a flow of gas, which ensures an overpressure

inside the closed volume and simultaneously represents the coupling medium, being

directed into the interior of said volume through the first opening, and the second

opening, through which a flow of gas coming from inside said volume exits, directly

facing the boundary surface.
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T^s form cannot be used to change the data assodated with a Customer Number, To
oSinge the data assodated with an existing Customer Number use ''Request for Customer

MSnber Data Change" (PTO/SB/124)-

( am the

Applicant

Assignee of record of the entire Interest.

Certificate under 37 CFR 3,73(b) is endosed.

Attorney or agent of record .

Typed or

Printed Name Donald E
Registration NO.

26,422

Stgoature

Oate May 25, 2001

Burden Hour Statement This form Is estknated to take 0.2 houcs to oomptete, Ttcne vrttt vary depervitng cipoa the needs of ti^e Indortdoal case. Any
coctwnents on the amoua( of time ywi ace required to ootnptete ti^ toon choold be cent to the Chief Infoouafion OfTicef, Patent and Tcademajlc Offtce,

Washiogton, OC 20231. OO ^K^T Se^O FEES OR COMRJETlED FORMS TO TH(S ADORESS. SEr«> TO: Assistant Cotnmissiooer <of Patents,

Washiogtoa, OC 20231.



llicx^byftppomt PoaaWR- Antaaclli,Rcg,K<^;20,,^,-MeIvinKra^ Solomon, Reg,

Nq. 2SM5i GicgMy E. Moptoitc, Reg. No. ; RquaidX Slior^, R.cg, No- 2$,577; Ponald B. Stout* Reg, No,

26.422; Aim E, Schiav^lU, Rc^. No, 32,087; Jamw D^csser, Reg, No, 22^3; Carl I Bnin^idp^^ Rc^, No,

29,^2 Z; Faul J. S]cwi«ipawkv Regc No. 32,173; ana Robert M. Bautr, Reg, No,_M^S7, my attorneys; of

SnT^^LLI, TERRY, STOUT JSc KRAUS, LLP with offices ippated «t 1300 North Seventemth Street, Suitt?

1800, Arlington, Vireima22209, telephone: {7Q3) 312-^600, fax: (703) 312^66^6; with fUll power of aubstitutioo

and revocation, to prosecute thi$ application and to transact all business in the Patent and Tr^demaxk 06icc

connected hcrewitJi.

Send »I) correspondence to;

ANTONELU, TERRY. STOUT Sc KRAUS , LLP

SuiteTS^
Arlineton. yA..^M.

Direct all telepboxxe calls and faxes fe>;

TEL; (703)312-6^00
- , FAX; <703) 312-6666 . _ _ _

I hereby declare Hmt all statements made herein ofmy owej knovv^lcdge are tme m6 th^t all sitatemcutt made on

information and beliefarc believed to be true; axid further l^iat thes? sxateijitnts were made with^e knowledge that

wiUfyi false 5tatement$ and tbe lik^ so made arc ptmishable by fine or imprisonment, or both, imdcr Section 1001

of Title 1^ of the United States Code and tbat such willfUl fiflilse statements may jeopardize &e validity of the

application or any patent issued thereon.

^tor Wo1ffi;ang GEBHARDTFull Na5?ie of Sole/First Inventor ]

Inventor's Signatnie /ii . //£aICv^^ Date P-

Residence D-66583 gpiesen, Germany PS: K Citizenship QennanY
(City, State) - (Ooimtry}

Post Office Address Bacbstr. 4
,

p'66583 Spiescn, Germany .

Full Name of Second/Joint Inventor RndglfLIGHT ^

Inventor's Signature^ Date J?2>^5"ia'^

Residence D-66440 BljeskastgL Gennanv ' DS K Citizenship Germany
IjOTty, St&t^) (Country)

Po$t Office Address Qttilien&tr. 8a
, ^

D*^6440 Blieskagtel. Oermanv ^

-2"


